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Regarding to many years experience in manufacturing of welding machines and having the 
best name in Middle East and West Asia for the quality, we are pleased to introduce a new line 
of SAW Welding Inverter machines, these machines are introduced to insure excellent quality 
welding and easy to use.
FineFine Power series are suitable for very thick metals with high deposition rate and have been 
designed for working in heavy duty conditions specially hot climate. the adjustment of welding 
parameters and excellent static characteristic allow optimal ease of use and first-rate welding 

Series:Fine Power 
Model: Fine Power 1002

THREE-PHASE INVERTER SUBMERGED ARC WELDING MACHINES

Fine Power :سرى
دستگاه هاى جوشكاري اينورتر سه فاز زيرپودري  

Fine Power 1002 : مدل
با توجه به سابقه طولانى موفقيت آميز در زمينه توليد دستگاه هاى جوشكارى و داشتن نام نيكو براى كيفيت در خاورميانه و 
غرب آسيا ، خرُسنديم كه مى توانيم محصول جديدى از دستگاه هاى جوشكارى SAW  اينورتر را معرفى نمائيم كه داراى 

كيفيت جوش عالى در كنار سهولت استفاده مى باشد. 
سرى دستگاه هاى Fine Power مناسب براى جوشكارى ورق هاى بسيار ضخيم و با نرخ رسوب بسيار زياد بوده و براى 
شرايط كار سنگين بخصوص شرايط آب و هوايى گرم طراحى شده اند.  امكان تنظيم پارامترهاى جوشكارى وبهره مندى از 

مشخصه استاتيكى بسيار عالى  منجر به سهولت استفاده و بدست آمدن بهترين نتيجه در جوشكارى مى گردد.   
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 پودری  سه فاز زیر جوشكاری اینورتر های دستگاه

 

                  Fine Power 1002 :مدل
 

 دستگاه ویژگيهای برجسته

با سرعت بالا ي با ورخ رسًب  جًضکاری يرقُای بسیار ضخیم امکان
 زیاد

کیفیت ي ظاَر عالی جًش 

 مطخصٍ استاتیکیCC 

 دارای سیستم حفاظت در مقابل اضافٍ جریان 

درای سیستم حفاظت در مقابل وًسان برق يريدی 

 حفاظت در مقابل افسایص دمادارای سیستم 

ي سرعت حرکت تررا  قلرل از    تىظیم جریان جًضکاری پیص امکان
 CCدر حالت ضريع جًضکاری 

 ي کراَص   ٌ بٍ مىظًر مماوعت از استُلا  فره فه خىک کىىذکىترل
 داخل دستگاٌيريد حجم زیاد گرد ي غلار بٍ 

ديرٌ ضماوت با پطتیلاوی ي خذمات 

 

EXCELLENT FEATURES OF MACHINE 

 
 Ability of high speed welding of very thick metals with high 

deposition rate 

 Excellent appearance, high quality of welding 

 C.C static characteristic 

 Over current protection 

 Over and under voltage protection 

 Overheating protection 
 Ability of preset adjustment of Welding current and carriage 

speed before welding in CC mode 

 Energy-Saving function to operate the power source fan only 

when necessary, this function insures longer life for fan and 

prevents excess sediment of dust inside the machine 

 Service & Warranty 

 

 
 

 

 

Output Current A 1000 

Welding Current at 100% Duty Cycle (40 C)
1 

A 

No. Load Voltage V 

MAINS CONNECTION (Three phase, 50/60Hz , 400V)2 

Fuse  

Mains Cable Cross Section (Cc,Nyy) 1mm
2
 

Primary current at 100% Duty cycle A 

Install power (max) KVA 

MISCELLANEOUS 

Cooling 

Protection Class 

Insulation Class 

Dimension ( L x W x H ) cm 

Weight Kg 

 توجه: حق تغییر کلیه مشخصات بذون اطلاع قبلی برای شرکت جوشا محفوظ خواهذ بود.

1.Other Voltages / frequencies on request,  2.Joosha reserves the rights to change the specifications without notice. 

3. Last digit number of the name of machine (for ex. 1 in Fine Power1001) indicates to the version of it. 

 

TECHNICAL DATA TECHNICAL DATA 
 Fine Power1002 

 

THREE-PHASE INVERTER SUBMERGED ARC WELDING  
 

MACHINES 

Model:                    Fine Power 1002 
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 ٍیژگیهای عالی فیدر تراک جَشکاری

 هدل های:  
 

   قابلیت تىظیم يلتاص، جزیان يسزعت تزاک جًضکاری سیزپًدری قبل اسضرزي

 جًضکاری

سیز پًدری تزاک سزعت يلتاص ي  ،ومایطگز دیجیتالی جزیان جًضکاری 

 متفايت اتصالات قطعٍ کار درسزیع تزیه سمان امکان تىظیم بزای يضعیت َای

 ي بسادگی با تًجٍ بٍ اوعطاف پذیز بًدن بسیار سیاد تزاک

 در جُرت رزکرت   وسبت بٍ يضعیت عمًد درجٍ  45سايیٍ پذیزی َذ تزاک تا

، اوعطاف فرً  العرادٌ ای را  جُرت    َمچىیه در خلاف جُت رزکت آنجًش ي 

 ي اوًا  دیگز فزاَم می کىذ Filletتىظیم َذ مخصًصاً بزای جًضکاری 

 کره کرٍ ريکرص سریم را رفره کرزدٌ ي يريد ي        صراف طزاری مىحصز بفزد سیم

 خزيج سیم رابسیار رارت ي بذين دردسزمی ساسد

 سیستمSoft Start بزای سًُلت ضزي  جًضکاری 

 سیستمBurn Back بزای جلًگیزی اس چسبیذن سیم بٍ واسل یا قطعٍ کار 

 

EXCELLENT FEATURES OF FEEDER AND CARRIAGE 
 

Models: 
 
 

 Preset of Arc voltage, welding current and speed of 

carriage before welding 

 Digital display for weld current, voltage, carriage speed 
 Flexibility of machines insures to do various adjustment for 

different positions, shortly, precisely and simply 
 Weld angle is up to 45 degree from vertical on either side; 

drag angle is up to 45 degree from vertical especially for 

fillet and other positions of welding 

 Special design of wire straightener using excellent device 

ensures soft and excellent trouble free for wire feeding 

while maintain coated copper of wire 
 Soft start control for easy process start 
 Burn  back  control  to prevent wire sticking 

 

PARS CAT, ARC FEED 
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PARS CAT P2310 TECHNICAL DATA 

No. of Rolls  2 2 

Type of power supply   Fine Power Series Fine Power Series 

Wire Diameter mm 3.2 / 4 / 5 3.2 / 4 / 5 

Wire Feed Speed   m/min 0.1 - 10 0.1 – 10 

Internal Wire Reel Diameter mm 430 430 

Voltage VAC 42 42 

Cross Slide mm 100 100 

Vertical Slide mm 100 100 

Travers / Column  
Rotatable 360  /Various Adjustable 

in Planes 
Rotatable 360  /Various Adjustable 

in Planes 

Welding Head 
Various Adjustment in Three 

Planes 
Various Adjustment in Three 

Planes 

Truck Speed m/min 0.1-1.8 - 

Weight kg 72.65 52 

Min. Dimension (LxWxH) cm 90 x 70 x 90 90 x 70 x 80 
 

 

 

 

TECHNICAL DATA 

 PARS CATبرای  ضوائن 
 يلتمتز، آمپزمتز ي سزعت سىج 

 محًر کمکی اضافی جُت افشایص عزض تزاک بزای پایذاری بیطتز 

راَىمای وًری لیشری 

      طرزف در   قزقزٌ َای جاوبی در یک طرزف جُرت تکیرٍ دادن ترزاک برٍ یرک
 ضًداس چزخ ضیاردار استفادٌ ومی کٍ  سماوی

سیستم قفل بزای رزکت تزاک 

 ضیاردار جُت رزکت ريی ریل راَىماچزخُای مخصًظ 
 

 

 ARC FEEDبرای ضوائن
يلتمتز ي آمپزمتز 

راَىمای وًری لیشری 
 

 در صَرت سفارش 
12  متز کابل ارتباطی بیه فیذرَایPARS CAT یا ARC FEED ي 

 Fine Power50×3 متزکابل جًضکاری اتصال سمیه اسوً   3يmm
 Fineبزای 2

Power 1001 3، يx70mm
 َمزاٌ با ريکص مخصًظFine Power 1401بزای2

 يایز فیذرتاکً بزای 

 بزای ( تاکً بزای سیستم رزکت تزاکPARS CAT ) 

سیستم باسیافت پًدر 

 ارتباط اضافی بزای افشایص طًل محًر.Z 

 
 

 
 

 

 
 

ACCESSORIES FOR PARS CAT 

 Voltmeter, ampere meter and speed meter 

 Extensions for increasing width of the truck to have 

excellent  stability 

 Laser light indicator 

 Slide–guide rolls and special guides without rails 

 Lock system for truck travelling 

 Special wheels with groove for rail guide 

ACCESSORIESFOR ARC FEED 

 Voltmeter and ampere meter 

 Laser light indicator 

OPTIONAL 

 12m Interface cable between truck and power source and 

3 m earth cable (both 3*50 mm
2 
for Fine Power 1001), 

(both 3*70mm
2
 for Fine Power 1401) including special 

protector cover 

 Tachometer for wire feeder 

 Tachometer for truck travelling ( for PARS CAT) 

 Flux recovery system 

 Extension for increasing Z axis 

ARC FEED P2310
3
 

 
 1. Joosha reserves the rights to change the specifications without notice 
  

 2. Two last digit numbers of the name of machine (for ex. P2310) 
indicates to the version of it. 
3. Stationary Feeders without Carriage 

 
 

 

Sales Office:No.10 ,Ashkan St,10th St,Karegarshomaly, Tehran, IranTel : +98 (21) 88010966 (24 Line)  Fax : +98 (21) 88027940 

Factory :P.O.Box :  48175 - 385 ,  Sari ,  Iran    Tel :     +98 (11)    33137110      33137111          Fax : +98 (11) 33137116 

 88027940خط(    دٍرًگار:  24)  88010966تلفي: ، طبقه سَم. 10پلاک خیاباى اشکاى تهراى، خیاباى كارگر شوالی، خیاباى دهن دفتر فرٍش:
 (011)   33137116(  دٍرًگار: 011)  33137111      33137110،   تلفي: 48175 - 385دٍق پستیصٌ، ساریكارخاًه:

برای شرکت توجه: حق تغییر کلیه مشخصات بذون اطلاع قبلی 

 جوشا محفوظ خواهذ بود.

 


