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 با تکنولوژي اینورتر MIG/MAGجوشکاري  هاي دستگاه
 :  مدل

 

MIG/MAبا تکنولوژي اینورترIInverter MIG/MAG Welding Machiness

Model:                                               Multi ARC 271C 
 دستگاه ویژگیهاي برجسته 

 )طراحی کمپکت (طراحی سیستم وایرفیدر و پاور سورس بصورت یکپارچه
 امکان تنظیم ولتاژ و جریان جوشکاري بطور پیوسته

 گرددیقوس م يداریکه منجربه پابصورت پیوسته  یکیامکان کنترل اندوکتانس الکترون
 انجام شروع و پایان جوشکاري با حق انتخاب یک یا دو بار فشردن شستی تورچ 

 پایداري پارامترهاي جوشکاري حتی با وجود نوسان برق شهر
 دیوتی سایکل بالا براي شرایط کار سنگین

 بهره مندي از مشخصه ولتاژ ثابت و پایداري قوس
 امکان جوشکاري فلزات غیر آهنی و آلیاژهاي آنها
 کیفیت جوش عالی حتی براي فلزات با ضخامت کم

 با سرعت پایین در لحظه شروع قوس برقراري قوس عالی و امکان تزریق سیم
 کاهش وزن و ابعاد دستگاه به علت استفاده از تکنولوژي اینورتر

 حلقه محرك 2شاسی و موتور بسیار پر قدرت با 
 کنترل سرعت سیم با فیدبک و ترمز

 داراي شستی تست سیم
و  يجوشکار نیح یو ولتاژ واقع انیجر شیبهمراه نما يولتاژ جوشکار میتنظ شیامکان پ

 يپس از جوشکار
 بهره مندي از تکنولوژي اینورتر و استفاده از سوئیچ هاي  با قابلیت اطمینان بالا

 در شرایط سختبالا  (Duty Cycle)ضریب کار 
و جریـان ثابـت   MIG/MAGمشخصه بسیار خوب ولتاژ ثابت در فرآیند از بهره مندي 

 TIG / MMAدر  
 دستگاهکنترل پارامترهاي جوشکاري بر روي پنل 

 پایداري پارامترهاي جوشکاري حتی با وجود نوسان برق شهر 
 کنترل اندوکتانس خروجی بصورت الکترونیکی

 نمایش خطاهاي جریانی،  ولتاژي و گرمائی  بصورت دیجیتال
 شامل قلیایی، روتیلی و سلولزي MMAتوانایی جوشکاري با انواع الکترودها در حالت 

 جهت کاهش استهلاك موتور گیربکس وایرفیدر استفاده از وایرفیدر دو حلقه
 تولید و تست بر اساس استانداردهاي بین المللی

 دوره ضمانت

EXCELLENT FEATURES OF MACHINES 
Compact design (Built-in wire feeder) 
Ability to adjust the welding current and voltage continuously  
Electronic and continuous control of inductance, to ensure precise and 
stable welding 
2 stroke / 4 stroke 
Stability of welding parameters even at input voltage fluctuations 
High duty cycle for heavy duty  condition  
Constant voltage characteristic and stable arc. 
Ability of welding of non-ferrous metals and alloys 
Excellent welding for even  thin metals 
Excellent  arc striking and possibility of  soft start 
Reduce weight and dimensions due to the use of advanced  inverter 
technology 
Strong metallic plate insures reliability during feeding of wire 
Control of wire speed by feedback and brake 
Wire insertion button 
Ability to adjust  welding voltage with display of real current & voltage  
during welding and after welding 
Advanced inverter technology using best quality materials insures high 
reliability 
High duty cycle in hard conditions 
Excellent CV characteristic in  MIG/MAG and CC in MMA/TIG 
Control of welding Parameters on panel 
Stability of welding parameters even at input voltage fluctuations 
Electronic, continuous control of output inductance 
Digital display of current-voltage, over heat and cooling unit errors  
Weld ability with various electrodes in MMA mode Includes alkaline, 
normal and cellulose 
The use of two roll wire feeder insures excellent  and trouble free wire 
feeding 
Manufactured and tested according to International Standards 
Service & warranty 
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حق تغییر کلیه مشخصات بدون اطلاع قبلی براي شرکت جوشا  توجه:
 محفوظ خواهد بود.

1. Other Voltages / frequencies on request,  
2. F or H on request,  
3. Joosha reserves the rights to change the 
specifications without notice. 
4. Last digit number of the name of machine (for ex. 
1 in Multi-ARC271C) indicates to the version of it. 
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 MMA MIG 
Three Phase Input  50/60 HZ1 V 400 
Input Power @I2max                      KVA 12.3 
Fuse@I2max A D 20 
Input Current  @100%DT A 12.6 11.5 
Mains Cable Cross Section mm2 4 x 2.5 
Open Circuit Voltage V 55 
Current Range A 10-250 50-270 

Duty Cycle at( 40˚C) 
100% A 185 190 
60% A 200 210 
x% A 250 (35%) 270 (30%) 

Wire Feeder Speed m/min 1-17 
Wires mm 0.8/1.0 
Protection Class IP IP21S 
Insulation Class2  F 
Dimensions (LxWxH) cm 85 x 45 x 70 
Weight  Kg 52.192 

 درصورت سفارش
 الکترونیکماسک 
 هواخنکتورچ 

 هیتر گازرو وتولا رگ

y

OPTIONAL 
Electronic mask 
Air cooled Torch 
Regulator and gas heater 

 
 ضمیمه

 اتصال و انبر کابل جوشکاري

 

ACCESSORY 
Welding cable including earth clamp 
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Sales Office: No.10, Ashkan St, 10th St, Karegar shomaly, Tehran, Iran Tel: +98 (21) 88010966 (24 Line) Fax: +98 (21) 88027940 
Factory: P.O.  Box:  48175 - 385,   Sari, Iran      Tel:    +98    (11)    33137110,     33137111          Fax: +98 (11) 33137116 

 88027940خط)    دورنگار:  24(  88010966تلفن:   ، طبقه سوم.10پلاك  خیابان  اشکان    دفتر فروش:تهران، خیابان کارگر شمالی، خیابان دهم
 )011(   33137116  ) دورنگار: 011(  33137110،    33137111    ،   تلفن: 48175 - 385صندوق پستی،   کارخانه:ساري


