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  PARS MIG-SC 401C       : مدل

دستگاه جوش قوس الكتريكي تحت پوشش گاز 

Model: PARS MIG SC 401C
Series:  Switch Control-Compact
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TECHNICAL DATA 

 

 

GAS METAL ARC WELDING MACHINES (MIG/MAG) 
 

Model:     PARS MIG SC 401C 

 
 

  Switch Control / Compact تيپ
 

 مذل>
  تراي  جًضكاري  آَه، استينىس   استين ،  آمًمنىنتً ،  يريُتاي وتا    تا       مىاسة 

   ي ... مًمٍ َا ،ضخنم 

 کار تا َر يمياژ دمخًاٌ را منذَذامكان  کٍ دارا تًدن ضمار   اد يضعنت يمياژ 

  تُير ه مطخصٍ جًضكاري تا تكارگنري ا  دي کاوكيًر اتصال  منه 

  کمساخيمان يات  اطمنىان ي اسيُلا  تسنار 

     مجُز تٍ چُار چرخ ي فضاي مىاسة در پطت دسيگاٌ تراي وگُذاري کپسًل گا 

 حفاظت در مقات  اضافٍ تار 

ُ ايده  ياير فيدذ    سيستم د ين خدًد دسدتاهٌ تيهيدٍ ضدذٌ اسد        ه دسدتاهَ
(Compact) 

 

 بخص يايرفيذ ييژگيُهي 
  قٍ محر حس 3ي مًتًر تسنار پريذرت مىاسة تراي کارَاي سىنگه تا ضاسي   

 مىاسة تراي سنمُاي مسًار (CO2)،  ًاسينىس  اسين   ي تًپًدري، آمًمنىن 
  مير در دينقٍ 20سنم تا سرعت تسنار   اد 
   کىيرل سرعت سنم تا فنذتك ي ترمز   
  کىيرلSoft Start   در ضريع يًس 
  کىيرلBurn Back   جُت جسًگنري ا  چسثنذن سنم تٍ وا ل  ا يطعٍ کار 
   داراي ضسيي تست گا  ي تست سنم 
   اوجا  ضريع ي پا ان جًضكاري تا حق اويخاب  ك  ا دي تار فطردن ضسيي تًرچ 

 ضمهئم
 گنرٌ اتصال  منه   ي جًضكاري ُايکاتس 

 د  صً ت سفه ش  
 آمپرمير ي يميمير د جنيال 
    سنسيم وقطٍ جًش ي پنص گا 
   تًرچ جًضكاري 
     گر  که گا  ي رگلاتًر 
 

 Suitable of welding steel, stainless steel, aluminium, thick or 

thin plates, tubes and so on.  

 Large number of voltage setting makes the desirable voltage 

possible 

 Two different inductor outlet insures optimum welding 

characteristic 

 Robust construction and low depreciation 

 Equipped with four wheels and a platform at the back with 

space for a gas tube 

 Overload protection 
 

This series are used with wire feeders including them (Compact) 
 

 

EXCELLENT FEATURES OF WIRE FEEDER 

 Heavy duty wire feeder plate using 3 rolls feeder(PATENTED) with 

a powerful motor  

 Suitable for solid, flux cored, aluminium, and stainless steel 

wires 

 High speed up to 20 m/min 

 Control of speed using feedback and brake 

 Control of "Soft Start"  

 Control of "Burn Back" in order to prevent sticking the wire to 

contact tip or work piece  

 Gas test and wire insertion button 

 2 stroke and 4 stroke operation   
 

ACCESSORIES 

 Welding cables including earth clip  
 

OPTIONAL 

 Digital volt, ammeter  

 Spot welding and pre gas system 

 Torch 

 Gas preheater, regulator 

 
 

TECHNICAL DATA 

Sales Office: No.10 , Ashkan St,10th St,Karegar shomaly, Tehran, Iran  Tel : +98 (21) 88010966 (24 Line)  Fax : +98 (21) 88027940 
Factory :P.O.Box :  48175 - 385 ,  Sari ,  Iran    Tel :     +98 (11)    33137110      33137111          Fax : +98 (11) 33137116 

 61;149::>  خط(    دي واه  46)  88;101::>  تلفه    01پلاك خيهبهن اضکهن ، خيهبهن دَم  ، خيهبهن كه گر ضمهلي تُران  > دفتر فريش 
 (100)   55059008>  اه دي و        ( 100)  55059000       55059001  > تلفه   ،   6:097 - 5:7   پستي  صىذيق   ، سه ي   > كه خهوٍ 

WELDING OUTPUT 

Welding Current at 35% Duty Cycle
1
                 A 400 

Welding Current at 50% Duty Cycle
1
                 A - 

Welding Current at 60% Duty Cycle                  A 320 

Welding Current at 100% Duty Cycle                A 285 

Open circuit voltage                  V  17-41 

Voltage Control Steps            V 28 

Inductance Connectors  2 

 MAINS CONNECTION (Three Phase , 50Hz , 400V)
2
  

Fuse               A D 35 

Primary Current at 100% Duty Cycle                 A 20 

No-Load Power           Kw 0.52 

Installed Power (Max)         KVA 16.6 

Mains Cable Cross Section (Cu, Nyy)mm
2
 4 x 4 

 MISCELLANEOUS  

Cooling  Fan 

Wire Feeder Type (Separate or Compact) compact 

Protection Class  IP21S 

Insulation Class
3
  H 

Dimension (LxWxH) mm 920x540x875 

Weight kg 136 
 F: Fasted action fuse        D: Delayed action fuse  
1. Other duty cycles  on request   2. Other Voltages / frequencies on request      3. F or H on request 
4.Gaam Electric reserves the rights to change the specifications without notice.  
5. Last digit number of the name of machine ( for ex. 1. in PARS MIG SC 401C) indicates to the version of  
it. 
 
 
  

Operating Voltage 42 VAC 

No. of Rolls 3 

Wire feed speed m/min 0.5 - 20 

Wire Reel  

  Capacity 15 Kg 

  Outer Diameter 30 cm 

Wire Diameter(mm)  

  Steel & Stainless 0.8 - 1  
1        Aluminium 

 

 

PARS MIG SC 401 C 
 
 

WIRE FEEDER 


