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GAS METAL ARC WELDING MACHINES (MIG/MAG)
TYPE PARSMIG-SC
Models:PARS MIG-SC 603
              PARS MIG-SC 503
              PARS MIG-SC 403



EXCELLENT FEATURES OF WELDING MACHINES 
 Wide range of action and ability of heavy duty welding 
 Suitable for welding steel, stainless steel and aluminium, thick 

or thin plates, tubes and soon 
 Large number of voltage setting makes the desirable voltage 

possible 
 Three different inductor outlets insures optimum welding 

characteristic 
 Robust construction and low depreciation 
 Equipped with four wheels and a platform at the back with 

space for a gas cylinder 
 Overload protection 
EXCELLENT FEATURES OF PARS FEED 
 Setting of all welding parameters (voltage, speed, burn back, 

wire test, gas test) by wire feeder and near to the work piece 
 Heavy duty wire feeder plate with 4 rolls with a powerful motor 
 The use of ball bearing in the wire feeder provides reliability and 

long life 
 Suitable for solid, flux cored aluminium and stainless steel wires 
 High speed up to 20 or 30 m/min 
 Control of wire speed by feedback and brake 
 Control of '' Soft Start'' 
 Control of '' Burn Back '' in order to prevent sticking the wire to 

contact tip or work piece 
 Gas test and wire insertion button 
 2 stroke / 4 stroke. 
 Spot welding system 
 Ability of post gas (in case of 4 stroke operation) 
ACCESSORIES 
 All welding and control cables including earth clip 
 Swivel arm wire feeder 
OPTIONAL 
 Four wheels for wire feeder 
 Cooling unit 
 Water or air cooled torch 
 Gas preheater 
 regulator 
 Spot welding system 
 
 

TECHNICAL DATA 

 ملاسیل MIG/MAG جَشناری ّای دستگاُ 
 

 PARSMIG-SCتیپ 
 

 هدل ّای: 
 

CLASSIC MIG/MAG WELDING UNITS 
 

TYPE PARSMIG-SC 
 
 

Models:               PARS MIG-SC 603, PARS MIG-SC 503, PARS MIG-SC 403 

 ٍیژگی ّای برجستِ دستگاُ
 داهٌِ گستزدُ عولکزد تزای جَشکاری ّای سٌگیي 
  ّای آّي، استٌلس استیل، آلَهیٌیَم ٍ ٍرقْای ضخین ٍ هٌاسة تزای جَشکاری

 ًاسک ٍ تَخالی ٍ اهثال آًْا
  ٍ ُتٌظیوات ٍلتاص تا تعذاد پلِ ّای سیاد تزای دستیاتی آساى تِ ٍلتاصّای دلخَا

 هٌاسة جَشکاری
 ٌِدارای سِ اًذٍکتاًس خزٍجی هتفاٍت تزای رسیذى تِ ًقطعِ کار تْی 
 يساختار هستحکن تا استْلاک پایی 
 هجْش تِ چْارچزخ ٍ فضائی در عقة دستگاُ تزای قزار  دادى سیلٌذر گاس 
 دارای هحافظت اضافِ تار 

 ٍیژگی ّای برجستِ پارس فید
  ،سزعت( تٌظین تزای تواهی پاراهتزّای جَشکاریBurn Back )تست سین ٍ گاس ،

 تزرٍی ٍایزفیذر ٍ ًشدیک قطعِ کار
 الا ٍ هَتَر تسیار ًیزٍهٌذسیستن تغذیِ سین چْارحلقِ تِ تَاى کاری ت 
 تضویي دٍام تالای سیستن تغذیِ سین تِ دلیل استفادُ اس تلثزیٌگ در ساختارآى 
 هٌاسة تزای سین ّای استاًذارد، تَپَدری، آلَهیٌیَم ٍ استیٌلس استیل 
  هتز تز دقیقِ 02الی  02سزعت تسیار تالای 
  کٌتزل سزعت تغذیِ سین تا فیذتک ٍ قاتلیت تزهش هَتَر 
 ٌتزل ک"Soft Start" 
  کٌتزل"Burn Back"تزای جلَگیزی اس چسثیذى سین تِ قطعِ کار یا ًَک ًاسل 
 دارای شستی تست سین ٍ تست گاس 
 قاتلیت دٍضزب/چْارضزب 
  قاتلیت جَشکاری ًقطِ ای 
 قاتلیت پس گاس در هذچْارضزب 

 ضوائن
 توام کاتل ّای کٌتزل ٍ جَشکاری تِ ّوزاُ اًثزاتصال 
 ٍایزفیذر پایِ گزداى تزای 

 درصَرت سفارش
 چْارچزخ تزای ٍایزفیذر 
 سیستن خٌک کاری هایع 
 تَرچ ّای آب خٌک ٍ َّاخٌک 
 گزم کي گاس 
 رگَلاتَر 
 سیستن جَشکاری ًقطِ ای 

 
 

 
 

  WELDING OUTPUT 
Duty Cycle at maximum Welding Current1 400 A(40%) 500A(25%) 550A(35%) 

Welding Current at 100% Duty Cycle(40oC)) A 300 300 380 

No. Load Voltage V 19.5-48 16.5 - 50 17.5 - 53 

Voltage Control Steps  34 39 41.5 

Inductance Connectors  3 
 

 MAINS CONNECTION (Three Phase, 50Hz, 380V)2 

Fuse  A 35 (D) 50 (D) 50 (D) 
Primary Current at 100% Duty Cycle A 23.5 23.5 34.5 

No. Load Power  Kw 0.8 

Installed Power (Max) 
 
KVA 

21 25.6 27 

Mains Cable Cross Section (Cu, Nyy)      mm2 4 x 4 4 x 4 4 x 6 
 

MISCELLANEOUS 
Cooling  Fan 

Wire Feeder Type ( Separate or Compact ) Separate 

Protection Class (Acc. to IEC529)  IP21 
Insulation Class  H 

Dimension (LxWxH) mm 960 x 450 x 760 960 x 450 x 760 960 x 490 x 760 
Weight Kg 163.500 166.100 191.400 

 توجه: حق تغییر کلیه مشخصات بذون اطلاع قبلی برای شرکت گام الکتریک محفوظ خواهذ بود

 F: Fasted action fuse        D: Delayed action fuse   

   1. Other duty cycles  on request   2. Other Voltages / frequencies on  request 

   3. Gaam Electric reserves the rights to change the specifications without notice.  
   4. Last digit number of the name of machine ( for ex. 3 in PARS MIGSC 403 ) indicates to the version of it. 

 G4320 G4330 

Operating Voltage 42 V  AC 

No. of Rolls 4 

Wire feed speed m/min 0.5-20 0.5-30 

Wire Reel  

  Capacity 

Outer Diameter 

15 Kg 

  30 cm 

Wire Diameter (mm) 

       Steel 

       Aluminium 

       Stainless 

       Tubular 

  

0.8-2 0.8-2 

1.0-1.6 1.0-1.6 

0.8-1.2 0.8-1.2 

1.2-2.4 1.2-2.4 

Weight Kg 13.181 13.181 

Dimension (LxWxH)              

cm 
42*24*29 35*24*29 

Cooling system Air/Water 
 

The second digit number of the name of machine 
( for ex 2 in G4230 )indicates to the version of it. 

TECHNICAL DATA 

PARSMIG 
SC 503 

 

PARSMIG 
SC 603 

 

 

PARS FEED 

 
 

PARSMIG 
SC 403 

 

Sales Office:No.10 ,Ashkan St,10th St,Karegarshomaly, Tehran, Iran  Tel : +98 (21) 88010966 (24 Line)  Fax : +98 (21) 88027940 
Factory  :P.O.  Box :  48175 - 385 ,   Sari  , Iran      Tel :    +98    (151)    3137110 ,     3137111          Fax : +98 (151) 3137117 
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