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دستگاه هاى جوشكاري تيگ DC پالسى تكفاز با تكنولوژى اينورتر 
Mini TIG DC :سرى     

Mini TIG 202 P :مدل     

Suitable for welding all kinds of plates, tubes, etc.
High quality welding properties in TIG or MMA welding
Suitable for welding all kinds of steel, stainless steel, steel alloys, copper, brass & 
titanium
Ability to welding in TIG by “HF” 
Pre Gas/ Post gas control and preset for current
ServiceService & warranty

Series:  Mini TIG DC
Model: Mini TIG 202 P

SINGLE PHASE INVERTER TIG DC/MMA PULSE DIGITAL
PROGRAMABLE WELDING MACHINES
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 ٌَرتریا یبا تكٌَلَژ تكفاز  یپالس DCجَشكاری تيگ  ّای دستگاُ

 
 > هدل

Single-Phase Inverter TIG DC/MMA Pulse Digital 
Programmable Welding machines 

 

Models:                                                                Mini TIG 202 P 

 

 دستگاُ ٍیژگيْای برجستِ

 طراحی بر پایٍ کىترل میکريپريسسًری ي با بُتریه کیفیت جًش پالسی 

 ،استیىلس استیل، ویکل، مس، بروج،... جًضکاری عالی فًلاد 

EXCELLENT FEATURES OF MACHINE 

 Microprocessor control design and  excellent pulse welding quality 

 Excellent welding of steel, stainless steel, 

 nickel, copper, brass ,….  

 Ability to weld in TIG DC By “HF”  

 Pulse  feature in TIG process 

 Digital adjustment of all the welding 

parameters, pre gas, base current, 

slop up, Pulse parameters , slop 

down, post gas 

 Digital display for presetting of 

welding parameters 

 Selection of  TIG-HF, TIG-Lift and  

MMA process by a switch   

 Ability to select welding mode : 2T/ 4T  

 MMA welding Ability for electrodes  

(with adjustable Arc force and hot start) 

 Reduced weight and volume and easy transportation 

 Manufactured and tested according to International Standards and ISIRI  

 Warrantee period 

 

 قابلیت جًضکاری تیگDCبا استفادٌ از تکىیکHF  

  ٍقابلیت پالس در پريسTIG 

 امکان تىظیم کلیٍ پارامترَای جًضکاری ضامل 

Pre gas , base current slope , slope down 

. post gas   ي پارامترَای جًضکاری پالسی

 بصًرت دیجیتال

  ٍمجُس بٍ ومایطگر دیجیتال جُت پیص تىظیم کلی

 پارامترَای جًضکاری 

  امکان اوتخاب پريسٍ جًضکاریMMA,TIG-

Lift,TIG-HF  با استفادٌ از یک کلیذتىُا 

  2امکان اوتخاب ضیًٌ جًضکاریT/4T 

 
 

 امکان جًضکاریMMA  قابلیت)دارای 

 Hot Start, Arc force)تىظیم 

  کاَص يزن ي ابعاد ي سًُلت حمل ي وقل 

 ملی  تًلیذ ي تست بر اساس استاوذاردISIRI  

 ديرٌ ضماوت 

 

 رت سفارشدر صَ
  ي اوبر جًشکابل 

 پذال پایی 

 ریمًت کىترل 

 تًرچ ًَا خىک  

 ماسک اتًمات جًضکاری 

 رگًلاتًر گاز 

  اتصالي اوبر کابل 

OPTIONAL 

 Electrode holder with cable 

 Foot pedal 

 Remote Control 

 Air cooled Torch 

 Automatic welding helmet 

 Gas regulator 

 Earth clamp with cable 

 

Sales Office:No.10 ,Ashkan St,10th St, Karegar Shomaly, Tehran, Iran Tel : +98 (21) 88010966 (24 Line)  Fax : +98 (21) 88027940 

Factory :P.O.Box :  48175 - 385 ,  Sari ,  Iran    Tel :     +98 (11)    33137110  -   33137111          Fax : +98 (11) 33137116 

 61;149::خط(    دٍرًگار>  46)  88;101::تلفي> ، طبقِ سَم.  01پلاك خياباى  اشكاى  تْراى، خياباى كارگر شوالی، خياباى دّنفرٍش>دفتر 
 (100)   55059008(  دٍرًگار> 100)  55059000      55059001،   تلفي> 6:097 - 5:7صٌدٍق پستی، ساریكارخاًِ>

 

  TIG MMA 

Single Phase input 50/60HZ 
1
 V 230 

Input power @I2max                      KVA 8.7 

Input power (I2 @100%DT)                                          KVA 4.8 

fuse@I2max A D25 

Input current  @100%DT A  21 

Mains cable cross section                              mm2 3x4 

Open circuit voltage V 65 

Current Range A 10-200 

Duty cycle at( 40˚C) 

100%  A  160 140 

60%  A 180 150 

X% A  200 (40%) 200 (30%) 

Protection class IP 21S 

Insulation class
2 

 F 

Dimensions (LxWxH) cm 39.5 x 15 x 25 

Weight Kg 6.700 
1.Other Voltages / frequencies on request .  
2. F or H on request. 
3.Joosha reserves the rights to change the specifications without notice. 
4. Last digit number of the name of machine (for ex. 2 in Mini TIG 202 P) indicates to the version of it. 

Mini TIG 202 P 
TECHNICAL DATA TECHNICAL DATA 


